
ACCESSORIES

FRONT LOAD

Built for automotive garages, farm 
shops,small factories and equipment 
repair facilities.

There is no reason that machines need to be 
complicated to do their job. 

Our team of engineers and product 
developers have been designing, building and 
improving high pressure cleaning systems 
since 1964. When you buy an Alkota water 
heater, you’re buying quality and longevity. 
It is an investment in the future of your 
business.  

At Alkota we believe that simplicity means 
quality. 

Being American owned our machines are built 
with high quality materials the old-fashioned 
way, by hand. We design and assemble them 
right here in the heart of the USA, so that 
you know you’re getting an American-built 
machine.

WHY CHOOSE ALKOTA

PARTS WASHER

AL2735RO, AL36ORO & AL4054RO



MODEL AL2735RO AL364ORO AL4054RO

Turn Table Diameter 27” 36” 40”

Working Height 35” 40” 54”

Overall Height 67” 76” 86”

Overall Width 46” 42” 59”

Overall Depth 48” 63” 75”

Turntable Load Limit 500 lbs. 1500 lbs. 1500 lbs.

Solution Capacity 94 Gal. 192 Gal. 243 Gal.

Nozzles 17 Brass Nozzles 26 Brass Nozzles 35 Brass Nozzles

Pump Motor 3 HP 5 HP 7.5 HP

Turntable Motor 1/15 HP/ Geardrive 1/15 HP/ Geardrive 1/15 HP/ Geardrive

Pump Capacity 26 GPM@50 PSI 45 GPM@65 PSI 60 GPM@75 PSI

Electric Wash Heater 15 KW Heater 15 KW Heater 18 KW Heater

Voltage 230/460 Volt/3 Phase/60 Hz
Amps 47.2 / 23.6

230/460 volt/3 phase/60 Hz
Amps 49.1 / 24.6

230/460 Volt/3 Phase/60 Hz
Amps 67.2 / 33.6

Tank Debris Screen 170 sq. in 170 sq. in 170 sq. in

Wash Timer 60 minute 60 minute 60 minute

Thermostat Switch Up to 175 F Up to 175 F Up to 175 F

Oil Skimmer Stainless disc style with 15 minute timer Stainless disc style with 15 minute timer Stainless disc style with 15 minute timer

Construction 12 gauge tank and cabinet material 12 gauge tank and cabinet material 12 gauge tank and cabinet material

Hinged Door Handle, latch safety switch, mechanical seal 
(no gasket)

Handle, latch safety switch, mechanical seal 
(no gasket)

Handle, latch safety switch, mechanical seal 
(no gasket)

Parts Tree & Basket Optional Optional Optional

Shipped Weight 850 lbs 1300 lbs 2000 lbs

PARTS WASHER SPECIFICATION CHART

Available Options
24 hour, 7 day Heater & Skimmer
4” diameter cabinet vent with inside plate
Lower Spary Bar with Jets or Spary Jet Nozzles 
Auto Refill
Turntable Jog Switch 
3” Casters 
FI Bag filter 100 micron 
T-bar parts tree
Stainless Steel Options for Pump, Cabinet, Door 
Turntable, Plumbing, Parts Tree, Spray Nozzles

FOR BETTER CLEANING
Clean Better with Alkota 
Biodegradable detergents 
specially formulated for high 
pressure cleaning.

All Pressure washer 
detergents are blended with 
Scal Trol to reduce scale 

buildup in the heating coil, pump and fittings. 
This improves equipment performance and 
minimizes replacement and repair cost.

Alkota Cleaning Systems Inc.
Alcester, South Dakota 57001

For more information call:
(800) 255-6823 / (605) 934-2222 or
Fax: (800) 325-5682 / (605) 934-1808
Web Access: www.alkota.com
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